
FIG. 1 



4 




300 



302 



304 



^-306 ^ 



308 



310 



IP SRC 


IP DEST 


HA address 


COA 


MN 
address 



FIG. 3 



§ 



4 



MN 



402 



r 

NAT 



404 



r 

HA 



406 



r 

Obtain plrivate COA 



Create legistration 
request 



408 



r 



410 



r 



412 



RRQ(IP SRC = Private 
CPA. IP DEST = HA^ 



Translate IP 
COA) to 



r 

SRC (private 
public address 



Translate IP 
^ 428 private 

RPY(IP SRC = HA, IP 
DEST = private COA) 



414 



^416 

RRQ(IP SRC = Public 
address. IP DEST = 



HA^ 



HA 



^.424 

r s 

RPY(IP SRC = HA, IP 
.DEST = pu blic address 



r 

DEST to 
COA 



426 



^_418 

detects NAT 

traversal ^-420 

( \See 
Set up tunnel / R 5 



be ween 



HA and IP 
SRC = public 
address 

andard Mobile IP 
processing 

^422 



FIG. 4 



Receive registration 
request 



502 



506 ± 




endpoints HA and IP 
SRC (public) 



FIG. 5 



* 



4 



2 3 



r 

MN 



402 



Home address 
Reverse 



Forward 



COA 



d = CN - 
s = Home 



624 



d = Home 
- s = CN 



^-404 

NAT 
private public 



■406 



602 

d = HA s=COA 



NAT trahslation 606 

c =HAs = public (NAt ) 



618 



d = 



.622 

NAT translation 
.d = COA s = HA 



Standard 

processing 
public (NAT) s = HA 



r 

Home Agent 



604 



Standarc Mobile \P- 
proc 3ssing 

d = CN^ 
s = Home, 



620 



r 

CN 



600 



608 



d = Home 
. s = CN- 



610 
612 

,614 



Mobile IP. 



616 



FIG. 6 



